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M200 fig. 1/Abb. 1

M202 fig. 2/Abb. 2
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MT200 fig. 3/Abb. 3

MT200v fig. 4/Abb. 4
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5.	 Settings

5.1	 Setting of the amount of coffee
Both the M and the MT models are supplied as standard set to make coffee using 1.8 
litres of water (14 cups). If this is too much or too little, or if you are using an MT model in 
combination with a thermos jug with a greater capacity, you can adjust the quantity as fol-
lows:
1.	 Press the selection button (5.4) and hold it in, and then press the start/stop button 	
	 (5.5) once. A number will appear in the display.
2.	 Release both buttons. The display will show the set value. The standard setting is
	 20 (1.8 l. / 14 cups).
3.	 Press the selection button (5.4) to increase the amount. Each increase in the display 	
	 puts approximately 4 ml more water in the jug. Use the table at the back of this 
	 manual. To reduce the quantity: go through the table until it restarts after 50.
	 The range runs from 0, 1, 2, 3, 4…. 50.
4.	 Now wait for 6 seconds. The selected quantity is has been saved.

5.2	 Setting of the display to show cups or litres 
The appliance is factory set to display the number of cups.
If you want the display to show litres, you can adjust it as follows:
1.	 Press the selection button (5.4) and hold it in, then press the start/stop button (5.5) 	
	 once. A number will appear in the display.
2.	 Release both the buttons and then press the start/stop button once again.
3.	 A “C” (Cups) will appear in the display. Change the “C” to an “L” with the selection 	
	 button.
4.	 Now wait for 6 seconds. The adjustment has been saved.

5.3	 Setting of the prewet function
This appliance can make coffee using two methods:
Continue-brew (“Cb ”) (factory setting); The coffee making process begins immediately 
and will pour hot water over the ground coffee without a waiting time.
Prewet-brew (“Pb”); part of the hot water is first poured onto the ground coffee. This 
causes the coffee to rise so that the smells and flavours are released. The coffee making 
process then begins. If you want to set the appliance to Prewet brew, this setting can be 
changed as follows:
1.	 Press the selection button (5.4) and hold it in. Then press the start/stop button once.
	 A number will appear in the display.
2.	 Release both buttons and then press the start/stop button twice.
	 “Cb” (Continue-brew) will appear in the display.
3.	 Use the selection button to change “Cb” into “Pb” (Prewet-brew).
4.	 Now wait for 6 seconds. The adjustment has now been saved.

WARNING
•	 The jug will overflow if the set coffee quantity is too high.
•	 The manufacturer is unable to accept any liability for the 
	 consequences of altered settings.	



34 01/2009 Rev. 3.0         

6.	 Maintenance

6.1	 Cleaning of the appliance and accessories
-	 Clean the outside of the appliance with a clean, damp cloth, if necessary using a 	
	 mild (non-abrasive) cleaning agent.
-	 Do not use an abrasive, as this will leave scratches and dull patches.
-	 The glass jugs and the basket filter can be washed normally and rinsed clean.
	 Please note, however, that it is inadvisable to clean the basket filter in an industrial
	 dish washer as its lightness may cause it to float and sustain damage.
-	 The thermos jug, thermos jug with pump and the filter can be rinsed with hot water.
-	 The coffee deposit in the coffee jugs and the filter can be cleaned with Animo coffee
	 fur remover. The appliance is supplied with one sachet of coffee fur remover.
	 It is easy to use.

6.1.1	 Removing coffee deposits from glass jug and filter
1.	 Fill a tray with approx. 5 litres of warm water and dissolve a sachet of coffee fur 	
	 remover in it.
2.	 Place the parts you want to clean in this solution and leave them to soak for 15 to 30
	 minutes.
3.	 Then rinse them several times with hot water, and repeat when necessary.
4.	 Sprinkle the powder on to heavily soiled parts and clean them with a wet brush.

6.1.2	 Removing coffee deposits from thermos jug
1.	 Dissolve a quantity of coffee fur remover in warm water: use approx. 2 grams 
	 per litre.
2.	 Fill the thermos jug with this solution.
3.	 Leave the solution to soak for 15 to 30 minutes, then pour it away.
4.	 Rinse the jug thoroughly with hot water and repeat this several times.

WARNING 
•	 The appliance must not be submerged or sprayed.
•	 Never clean the hot plates (if present) with an 
	 abrasive or sharp object. This way scratches on 
	 the teflon surface will be prevented.
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6.2	 Descaling
Scale deposits are left in the heating system when the appliance is used. The amount of
scaling depends on the hardness of the water being used. The appliance is fitted with 
a descale indicator light (5.2), which lights up when the heating system has processed 
a certain quantity of water and has to be descaled. The appliance continues to work so 
that it can be descaled when it is not being used.

1.	 Before descaling the appliance, carefully read the instructions for use on the 
	 descaling agent. We advise you to use the tried and tested Animo descaling agent.
2.	 Slide an empty basket filter (3) and place an empty jug under it.
3.	 Remove the cap (8) and place the funnel (supplied) into the descaling opening.
4.	 Dissolve one 50 gram sachet of Animo descaling agent in 0.5 litre of warm water
	 (approx. 60-70˚C).
5.	 Carefully pour half of the solution into the descaling opening (8) using the funnel
6.	 Switch on the appliance using the switch (1). Select 2 cups using the selection 
	 button (5.4) and press the start/stop button (5.5). The solution will now run through 	
	 the heating system and discharge into the jug.
7.	 Wait until the ‘coffee ready’ signal sounds. The solution will now react with the 	
	 deposit in the heating system.
8.	 After the waiting time, repeat points 5 and 6.
9.	 Wash away the solution in the jug once the filter has finished dripping.
10.	 Remove the funnel and replace the cap.
11.	 After descaling the appliance, flush the system by following the coffee making 
	 procedure twice but without using filter paper or coffee. Remember to empty the jug 	
	 in the mean time.
12.	 Switch off the appliance and thoroughly clean the basket filter and the jug.
13.	 The appliance is now ready for use.

6.2.1	 Switching-off the descale indicator light
1.	 Press the selection button (5.4) for 6 seconds; the descale indicator light (5.2)  
	 will go out.
2.	 The control system resumes registering the number of brewing processes.

NOTICE
•	 Observe the descaling intervals indicated by the descale indicator light. Overdue 
	 maintenance to the heating system can result in high repair costs and annulment of the  
	 guarantee.

CAUTION
•	 Stay close to the appliance when performing maintenance.
•	 It is advisable to wear safety glasses and protective gloves when descaling the 
	 appliance.
•	 Flush the appliance at least two times after descaling it.
•	 Wash your hands thoroughly after descaling the appliance.
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7.	 Troubleshooting

If your appliance is not functioning correctly, use the troubleshooting guide below to see
whether you can resolve the problem yourself. If not, please contact your dealer.

Troubleshooting guide coffee making selection
Symptom: Possible cause: Action: 
The appliance is not work-
ing and the lamps in the 
switch are not lighting up.

The fuse in the fuse box 
has been triggered, the 
group is loaded too heavily.

Replace the fuse or reset it.
Connect the appliance to a
separate group.

The brewing process indi-
cator light (5.3) is flickering, 
no water is getting into the 
filter.

The jug indicator is not 
registering a jug. There is 
no jug under the filter.

Position a jug, use the 
correct jug.

The brewing process 
indicator light (5.3) is on, 
but no water is getting into 
the filter.

The dry-boil protection has
been triggered.

Reset the dry-boil protec-
tion (14). See page 24. 
Safeguards;
dry-boil protection.

The descale indicator light
(5.2) has come on. 

The scale deposits in the
heating system exceed the 
set limit.

Descale the appliance, see
chapter 6.2 Descaling.

The descale indicator light
(5.2) remains on after
descaling the appliance.

The appliance has not yet 
been reset.

Press the programme but-
ton (5.4) for 6 seconds. 
The light will go out. See 
chapter 3.2.7 Resetting the 
descaling indicator light.

Steam is coming from the 
filter.

The appliance was not
descaled when indicated by 
the descale indicator light 
or the wrong water setting 
has been applied.

Descale the appliance, see
chapter 6.2 Descaling
See chapter 3.2.6 Setting 
the descaling indicator.

Coffee is dripping out of the
filter when there is no jug
under it.

The leak stop valve on the 
outlet of the filter is soiled 
or damaged.

Clean the filter and check 
the leak stop valve for 
damage.

The coffee is too strong. Too much coffee has been
placed in the filter.

Reduce the amount of 
coffee.

WARNING
•	 Have all repairs to the electrical system performed by a qualified service technician.
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Troubleshooting guide coffee making selection
Symptom: Possible cause: Action: 

The coffee is too weak.

Not enough coffee has 
been placed in the filter.

Increase the amount of 
coffee.

The water distributor is 
soiled, so that the coffee 
is not being completely 
drenched.

Unscrew the water distribu-
tor and clean it.

The coffee is not hot enough There is no lid on the jug. Use the lid.

The jug is too full or is
overflowing. The set quantity is too high.

Lower the quantity.
See chapter 5.1 Setting the
amount of coffee.

Not enough coffee is
getting into the jug. The set quantity is too low.

Increase the quantity.
See chapter 5.1 Setting the
amount of coffee.

E1 (filling time error). Appliance fills too slowly. 
The water supply is blocked

Check the water supply. 
Fully open the tap. Increase 
the water pressure. Switch 
the appliance on and off. 
The error report will disap-
pear.

E8 (minimum water sensor
fault) from software version 
1.4

Reservoir does not fill 
during the brewing process.

An E2, 3, 4, 5, 6, 7 appears 
in the display and both indi-
cator lights flickers.

The control unit is reporting a 
defect that can only be
resolved by a service technician.

Contact dealer or service
technician.
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8.	 Consumer articles and accessories

See the list below for the consumer articles and accessories available for the appliance. 
You can order these parts via your dealer, stating the details of the appliance given on the 
type plate, a description of the item, article number and quantity.

Consumer articles

Description Art.No. Qty

Filter paper 90/250 01088 1 box
1000 pcs.

Coffee fur remover 49009 1 box
100 sachets (10 grams)

Scale remover 49007 1 box
48 sachets (50 grams)

Accessories

Description Art.No. Qty
Filter with leak stop 99232 1
Permanent filter 01060 1
Coffee measuring cup 08090 1
Water measuring cup 2 ltr. 08341 1
Glass jug 1.8 ltr 08208 1

Thermos jug with pump 2.1 ltr 10419 1
Thermos jug with pump 2.2 ltr 10420 1
Thermos container 2.4 ltr. 50241 1
Drip tray thermos container 07942 1
Funnel 07947 1
Water connection hose 08165 1
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Table for setting the amount of coffee
see chapter 5.1

Program Water volume Ltr Display

0 1,00 8 1,0
1 1,04 8 1,0

2 1,08 9 1,1

3 1,12 9 1,1

4 1,16 9 1,2

5 1,20 10 1,2

6 1,24 10 1,2

7 1,28 10 1,3

8 1,32 11 1,3

9 1,36 11 1,4

10 1,40 11 1,4

11 1,44 12 1,4

12 1,48 12 1,5

13 1,52 12 1,5

14 1,56 12 1,6

15 1,60 13 1,6

16 1,64 13 1,6

17 1,68 13 1,7

18 1,72 14 1,7

19 1,76 14 1,8

20 1,80 14 1,8

21 1,84 15 1,8

22 1,88 15 1,9

23 1,92 15 1,9

24 1,96 16 2,0

25 2,00 16 2,0

26 2,04 16 2,0

27 2,08 17 2,1

28 2,12 17 2,1

29 2,16 17 2,2

30 2,20 18 2,2

31 2,24 18 2,2

32 2,28 18 2,3

33 2,32 19 2,3

34 2,36 19 2,4

35 2,40 19 2,4

36 2,44 20 2,4

37 2,48 20 2,5

38 2,52 20 2,5

39 2,56 20 2,6

40 2,60 21 2,6

41 2,64 21 2,6

42 2,68 21 2,7

43 2,72 22 2,7

44 2,76 22 2,8

45 2,80 22 2,8

46 2,84 23 2,8

47 2,88 23 2,9

48 2,92 23 2,9

49 2,96 24 3,0

50 3,00 24 3,0

 = Ltr.  = 

 = Ltr.  = 

 = Ltr.  = 

 = Ltr.  = 



Rev. 3.0  01/09  Art.nr 09828

Animo B.V. Headoffice
Dr. A.F. Philipsweg 47
P.O. Box 71
9400 AB Assen
The Netherlands
Tel. no. +31 (0)592 376376
Fax no. +31 (0)592 341751
E-mail: info@animo.nl
Internet: http://www.animo.eu




